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Fast. Robust. Compact.
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Lightweight and robust.
poly-carbonate construction E N D U R | N G
Po RTABLE Advanced battery cell

technology for extended
operation time

Compact ergonomic design
for highly convenient
mobile printing
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The Best
Performing Compact

MB200i - General Specifications |

MODEL MB200i

Print Method Direct Thermal

Print Resolution dpi (dots/mm) 203dpi (8 dots/mm)

Max. Width (mm) 48mm

Print Area Pitch (mm) 160mm

Print Speed mm/sec Up to 103mm/sec

Media Type Roll die-cut labels, 2 colour direct thermal, Linerless media (option)

Media Size Width (mm) Label: 25.4 - 55mm (Label with backing paper: 28.4 — 57.5mm)
Length (mm) Label: 13 — 160mm (Label with backing paper: 16 — 163mm)
Thickness (mm) 0.064 - 0.19mm
Max. external diameter (mm) @67 mm
Inner diameter (mm) 26.5mm Core (nominal)

FONT/SYMBO
Font Internal XU, XS, XM, XB, XL, POP, OCR-A/B

Barcode 1-D EAN 8/13, UPC - A/E. NW-7, *RSS-14, Postnet,
Symbologies h Inter-leaved 2 of 5 (ITF), CODE 39, CODE 93, CODE 128

PDF417, QR Code, Maxi Code

2-D
and Data Matrix Code (ECC 200)

INTERFACE CHARACTERISTICS
Processor 32-bit RISC

Interface RS232C, IrDA (Ver.1.2; Protocols: Standard, BHT, rCOMM, IrOBEX),
Bluetooth Ver1.1 (option), IEEE802.11b Wireless LAN (option)

OPERATING CHARACTERISTICS
Battery 7.4 V (2400mAh) Lithium ion

Environment Operating -15 - 50°C/20 - 80% RH (non condensing)
Storage -25 - 60°C/20 - 80% RH (non condensing)

Dimensions W x D x H (mm) W:88mm x D: 73mm x H:128mm

Weight 4054 (including battery)
ACCESSORIES/OPTIONS

AC adaptor, RS232 cable, battery charger (single or up to 5 batteries), battery pack, protective case, shoulder strap
and belt clip
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